
Owners Operation and Maintenance Manual 
28621/28623  Platinum  Series  Peristaltic Pump

The 28623 peristaltic pump can be supplied with many options that effect installation, performance and 
operations. This manual may contain items that are not part of your system.  

Be sure to verify the components ordered for your specific application.  

Motor is 220/440V 3 phase. VFD drive is required 
for single phase input voltage. 

Edson Serial #____________________ (found on blue tag on pump 
head)

P-28623-191212
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Pump Description: 
The 28623 is a peristaltic pump fabricated of cast marine grade 
aluminum with corrosion resistant frame. It has a direct coupled, 
gearmotor designed with the RPM and HP specific to the application. 
Option available: 

 Variable  Frequency  Drive  (VFD)  

 Low  Voltage  Control  Panel  with  Built  in  Timer  

 Internal  Hose  Leak  detector  

 Custom  Options  

Pump Dimensions:  
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Note: 

Exploded view is for pump models 
28621 & 28623 purchased before 7/8/16. 
Be sure to verify which model is present. 
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Note: 

Exploded view is for pump models 
28621 & 28623 purchased after 7/8/16. 
Be sure to verify which model is present. 
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Control Panel 161-A-2324 (optional): 

Components  Locator  

B C D 

E F 

A 

G 

Components:  

A. Switch  Assembly
B. Transformer Part  #   161-‐A-‐2324-‐TRAN    
C. Fuse  Holder/Fuse Part  #   161-‐A-‐2324FUSE2    
D. Motor  Contactor Part  #   161-‐A-‐2324-‐CONT  
E. Terminal  Strip Part  #   161-‐A-‐2939  
F. Multi  Function  Timer   Part  #   161-‐A-‐1861
G. Control  Panel  Box Part  #   161-‐A-‐2324-‐BOX  
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Hose Stand 260-284 w/ Electrics (option): 

A 

B 

C 

D 

Component: 

A. Stop Button  Part # 161-A-1705-FL
B. Start Button  Part # 161-A-2043
C. Cheek Part # 161-D-128 
D. Unit without switches 260-HS
E. Token Option Part # 160-A-2425-A

E 

260-284
260-‐TOKEN  
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Stainless SteeL Cover 26150 (option): 

Shown with optional hose rack 160-B-1363 and hose 
assembly w/ deck fitting 261-25-150 
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261 Pumpout Hose Assemblies
Standard Length Assemblies
25 ft. Order No. 261-25-150
33 ft. Order No. 261-33-150
50 ft. Order No. 261-50-150

Custom Length Assemblies 5ft to 100ft
The Edson Pumpout Hose (length 25 Ft [picture to the left], 
1½” ID x 2” OD, EPDM tube with Polyethylene helix) comes 

complete with all fittings and adapters including 90º ball 
valve and sight glass. It’s two part construction of smooth 
inner bore and rugged outer spiral cap provides a pump 
out hose that is corrosion resistant, extremely flexible, 

crush-proof, collapse-proof and abrasive resistant. It can 
be used with any suction pump and at 104 degrees F has a 

vacuum rating of 28” Hg and pressure rating of 35 psi.
#261-25-150
25ft Assembly Shown

Assembly Components (Included)

#262-XX-150
Suction Hose

Deck Adapters (Included)

Universal w/Splash Guard
#272QC-150-SG #273-150

11/2
 inch

#273-125
11/4 inch

#274-150
Potty Wand

A B

F G

C D E

Female QC Male NPT
J

#152FM-150NY

Clear Check Valve
#269CL-150

90º Ball Valve
#264-90-150

H

#151FF-150NY
Female QC x Female NPT

I

#158MF-150NY
Male QC x Female NPT 11/2

 inch Close Nipple
K

#266-150

Assembly Instructions: Insert appropriate size deck fitting adapter to fit boat waste/sewage connector.
NOTE: Use threaded adapters when possible for best results. Potty wand is for portable toilets only. 
NOT FOR BILGESThread appropriate Quick Connect Adapter to it 

either the existing suction hydrant or pump inlet

Thread all components as shown 
(exploded view)

Powered Pump
Double Diaphragm Pump #25200 
Shown w/Optional Wheels & Handle

A

BG

F

J

I

H

C

D E

Thread sealant (Teflon Tape or 
Paste) should be used on all 

threaded joints.

11/2
 inch Close Nipple 

can be used connect two 
female pipe thread together.

K

Pumpout Hydrant
Dry Disconnect 

Pumpout Hydrant
#270PV-150/200



4. Parts List
Key No. Order Number

1 160-A-2551-150
2 160-A-1708-150
3 160-A-1711-150
4 269BR-150
5 152FM-150BR
6 160-A-2592
7 153QP-150NY

1

1. Assemble Hydrant Per Photo
Use Pipe Sealant On All Threads When
Assembling Components.

2. Install the Hydrant at Pump Out Location.
Position the hydrant so that the pump out hose can easily reach
the boats to be pumped and so the suction plumbing to the pump
is connected to the 1 1/2” Female Straight Pipe Thread on the
underside of the mounting flange.
Secure hydrant to surface with appropriate hardware.

3. Dimensions

    270BR-150
         BRONZE PUMP OUT HYDRANT

   Mounting Holes for 5/16” Bolt

3 3/4”

5”
11 1/4”

4 1/4”
9 1/4”

Thread Size: 11/2” Female SPT
 (Will accept 11/2” Male NPT)

1 1/4”

2

3

4

5
6

7
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Stainless Deck Fitting Rack
Order No. 160-B-1363

Stainless steel  wire form designed to
organize loose deck adapters. The rack
holds up to  four fittings most often used in
performing pump outs. No need to keep a
bucket or box for your adapters. The rack
mounts vertically with predrilled feet that
makes it simple to mount on a pole, wall,
hose stand or the pump cover.

         Heavy Duty Fiberglass Cover
Order No. 161-B-808

   White Gelcoat
     28”(71.1cm) X 26”(66cm) X 38”(96.5cm)

Optional Length Hose Assemblies
Up To 100 ft In Length

Edson can provide any continuous length
pump out hose from 5 ft to 100ft. What ever
is required for the installation

Peristaltic Pump Units - Diaphragm Pump Units

Need a pump with greater discharge capability or just more power consider the Edson
peristaltic pump units. Available from 3/4Hp to 5Hp.

Hose Stands
Order Nos. 260

White Powder Coated Aluminum or
Stainless, for pump out stations
setup remote from the pump. They
can be equipped with start/stop
buttons or token operated starter.
All versions come with Operation
Instruction Sign and (4) 1/2” X 7”
Aluminum Hex Head Mounting Bolts.

Recessed Hydrant Containers
Order Nos. 265

Used to hide pump out hydrants out of
the way, below the dock. Available in
aluminum or heavy duty plastic. Both
come with a flush aluminum cover.

Pump Out Hydrants
Order Nos. 270

Used for connecting a pump out hose
to a central  suction line  remote from
the pumping unit.

Hose Rack
Order No. 160-A-2876

Mounts to any vertcal surface
including enclosures. Holds up to
75 ft of 1 1/2” hose.
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         Stainless Steel Cover
Order No. 161-B-1366

 Available in 304 or 316 stailess steel this
modular cover comes complete with hour
meter and start/stop controls. It measures
26”(66cm) X 26”(66cm) X 35”(96.5cm).
Shown here with optional hose rack and
fitting rack.

Double Diaphragm
 Order No. 2500

3/4 HP Peristaltic
  Order No. 286EP-.75

3/4 HP Diaphragm
  Order No.120ELB-40-200

3hp & 5 HP Peristaltic
  Order Nos.286EP-3HP & 286EP-35

Control Panel Timer
Order No. 161-A-2324

Control Panel Installed On Pump Unit.
Order No. 161-K-0006B

High inpact resistant NEMA4X rated
enclosure comes complet with contactor,
programable run timer and step down
transformer for low 24 volt power at the
start/stop controls. It includes terminal
connections for the remote start/stops.
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